Release H, May 16,2007

Quality Thermal Paper

INSTRUMENTS For B-G Printers

B-G Instrumentstype TP-1, TP-3, and TP-4 therma paper rolls are cut from the highest

qudity Medica grade thermd paper. These rolls ddliver the highest resolution and contrast while
avoiding the problems associated with other papers. Each roll contains approximately 25 meters

(82 ft.) rolled with the sensitive Sde out and ared marker line on the last meter.

General Specification B-G Instruments Thermal Paper

Type: _ _ _ _ Packaging: (whiteface, 2001b, corrugated)
Cod§304, high conversion, medical grade, archiva 3rollsin pack (shrink wrap)
qudity TP-1, 48 ralls (16 X 3 pack) to carton

(10.75" X 7.25" X 4.57)
TP-1: 57mm X 25M, (2.24" X 82) TP-3,36r0lls(12 X 3 pack) to carton
TP-3: 67mm X 25M, (2.64" X 82) (10.75" X 7.25" X 4.5")
TP-4: 114mm X 25M, (4.49" X 82)
Roll Diameter: 45 mm (1.77) +/- 2mm (.0785) (REF) T1cF)L745’"2;4< fgggff;xff)ﬁ’a‘:k) to carton
CorelD: 12mm +.7mm, -.5mm, (47" +.028", -.020") (10. ’ )
CoreOD: 16mm +.7mm -.5mm, (.63" +.028", -.020")

Marking:

; . 3 pack:
Width: "B-G Instrumentsinc."
TP-1, 57mm +£ .5mm, (.020") "1-888-244-4004"
TP-3, 67mm +£ .5mm, (.020") TP-1,"TP-1"
TP-4, 114 mm +/- .5mm (.020") TP-3,"TP-3'
TP4,"TP-4'

Length: 25M +/- .33M, (1.0) Carton:
Stripe: Edgeto core 1M (3.0) "B-G Ingtruments”
Coated side: out TP-1,"B-G TP-1 48rolls’
Seal: Outer edge TP-3,"B-G TP-3 36r0alls’

TP-4,"B-G TP-4 24ralls’

Wewill be happy to send afree evauation sample roll to anyone using our printers who so requests.

Type Width Ralls’Box Fits B-G Printer

TP-1 2.25" 48 1224/1320/1448

TP-3 2.64" 36 1224/1320/1448

TP-4 450" 24 1416/1832
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